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EQUIPMENT SPECIFICATIONS

EXCAVATOR TYPE HITACHI ZX870 HITACHI ZX470 HITACHI MA200

Max. water depth 5 m (optional until 8 m) 7.5 m 4 m

Total power 397 kW 202 kW 122 kW

Operation weight 120 t 60 t 30 t

Bucket capacity 4.5 m3 2.5 m3 0.5 m3

Engine power 397 kW 202 kW 122 kW

Trackwidth 650 mm - 900 mm - 1.500 mm 600 mm - 900 mm - 1.400 mm 1.620 mm

Digging force 402 kN 288 kN

Digging depth from seabed 8.5 m 7.5 m 6.5 m

Number in fleet 4 1 1
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The content of this document is provided strictly for information purposes only. Whilst it 
has been endeavoured to procure completeness and accuracy, no  warranty - express 
or implied - is given, in particular of fitness for a particular purpose. In no event any Jan 
De Nul Group company will be liable for any whatsoever damages arising directly or 
indirectly from the use of or reliance on the  content provided herein, even if (previous) 
advice has been given/received that such damages may occur.

Elevated excavator

OPTIONAL

Adaptorplate with lifting eye

Bucket

 Jet skid cable burial

Plough for subsea cable burial

Rock breaker hydraulic


